
THE CONTRACTOR’S CHOICE!
Widely known in the Building & Construction Market for its reliability 
and long-lasting performance, Palisade® Sheathing Tape is designed 
to permanently seam and seal joints of sheathing membranes. It 
is used to secure lap joints of building wraps while preventing air 
infiltration. 

FEATURES & BENEFITS
• High tack adhesive provides aggressive contact

• Strong and durable holding power

• Water and moisture resistant

• Excellent resistance to UV and weathering

• Prevents air infiltration
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PALISADE®

SHEATHING TAPE

800-565-2000 | palisadebuild.com



   PRODUCT ATTRIBUTES

PRODUCT APPLICATIONS     MARKETS
• Sealing of joints and seams of sheathing 

membranes
• Building and Construction

CHARACTERISTICS

Product Code 207084850 207087250

Dimensions in x yd (mm x m) 1.88 x 54.68 (48 x 50) 2.83 x 54.68 (72 x 50) 

Rolls/Case 36 24

Product UPC 0-77922-20748-0 0-77922-20772-5

Adhesive Solvent based acrylic Solvent based acrylic

Backing UV resistant polypropylene film UV resistant polypropylene film

Color Blue with white print Blue with white print

Thickness 3 mil 3 mil

Tensile 30 lb/in 30 lb/in

Adhesion 40 oz/in 40 oz/in

Elongation 120% 120%

Case UPC 5-00-77922-20748-5 5-00-77922-20772-0

Scan for more info or visit palisadebuild.com 

This tape is meant for permanent application only. It will leave adhesive 
residue if removed.


